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Certificación / Certification

Ficha técnica / Technical specifications

Altura máxima
Maximum height 7m

Carga máxima
 Maximum load 600kg

Altura mínima 
Minimum height 1,40m

Área de trabajo
Working area 2,02 x 1,77m

Área cerrada
Closed area 1 x 0,60m

Peso / Weight 193kg

¡Puede ser instalada por una sola persona! / Easy use and set-up by a single person!

Detalles / Details

Torre ground support con sistema de seguridad FSH System. 
Esta torre está diseñada para ser intalada facilmente por una sola persona. El conjunto  
de bisagras, junto al cabestrante y la peana contrapeso, permiten elevar la torre en 
horizontal de una forma rápida y segura.

Ground support tower with FSH System. 
The TRC-700 is designed to be installed easily by a single person. The hinge kit, together with 
the handle winch and the counterweight base, allow to raise the tower horizontally with total 
security.

Síguenos en: / Follow us on:

Reinforced sleeveblock, suitable to different truss 
measures*, offering versatility for all kind of events.

Carro reforzado adaptable
Reinforced adaptable sleeveblock
Carro reforzado adaptable a trusses de 
diferentes medidas*, que ofrece una gran 
versatilidad para todo tipo de eventos.

Truss cuadrado con escalera / Squared ladder truss: SQRE-29 

Tubo principal / Main tube: 50 x 3mm

Tubo secundario / Brace: 20 x 2mm

Aleación / Alloy: EN-AW 6082 T6
Carro elevador adaptable con / Sleeveblock suitable for:  
*Trusses ST-29, SQ-29, ST-40, SQ-40 

FSH System (FENIX Security Hook)
Asegura  por completo la torre tanto en la elevación como en el descenso de la misma, así como durante su uso, evitando que el carro caiga 
en caso de fallo del cable. Su cuerpo de acero está pensado para actuar incluso en modo de descenso, ya que si el carro elevador cayera, el 
gancho actuaría siempre bloqueando la torre.

It provides security to the tower, both in its elevation, descent and during use, preventing the sleevelock from falling in case of cable failure. Its steel body 
is designed to act even in descent mode, because if the sleevelock fell, the hook would always act blocking tower.

FSH
System
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Truss con escalera
Truss with ladder
La torre TRC-700 incorpora un truss cuadrado 
de 29x29 reforzado con escalera en una cara que 
facilita su instalación.

TRC-700 tower has a reinforced squared 29x29cm 
truss with ladder on one side which eases the 
installation.

TRC-700


